


W1500N Specifications

No. of needles: 2-3 needles
No. of threads: 3-5 threads
Needle space: 2-needle machines

(8.2mm,4.0mm,4.8mm,5.6mm,6.4mm)*
3-needle machines (5.6mm,6.4mm)

Main feed dog's movement amount: Max.4.4mm
Differential feed ratio: 1:0.5 - 1:1.3

Presser foot lift: Max.6.3mm

Machine speed: Max.6,000 rpm

Tight seam Soft seam £ PBASIS

machines.

1 You can select
tight or soft
stitches.

Equipped with a new needle thread
take-up mechanism by MULTI ..
THREAD CONTROL SYSTEM (U.S. K=
PAT.P.), which is the first of its kind
in the sewing machine industry.

3 The presser foot keeps pace
effectively with the machine speed
and increases quality of the sewn
products.

Newly introduced tilt adjustments. Tilt adjustments can be made

on the operator's side of the presser foot. Therefore, these

machines can go through the cross seam sections smoothly.
Thanks to this feature, an increase in quality is achieved.

All you have to do is switch the
direction in which the needle thread
take-up is installed, as shown below.
One machine can produce both tight
and soft stitches.

2 Excellent oil blocking
effectiveness protects your
important sewn products from
oil stains.

4 The W1500N Series includes
versatile subclasses.

-01 type ‘
Equipped with an oil blocking mechanism in each related
area, such as the oil seal and the needle bar enclosed in
the machine, the W1500N Series protects sewn products
from oil stains, thus reducing stain removal operations.
Therefore, productivity is increased, and quality sewn
products are achieved.

These machines can be
employed for covering
and hemming by
attaching accessories.

Plain seam

*5.6mm and 6.4mm gauges are achieved by removing
the middle from the machines with gauges 3-needle

) **Depends on sewing conditions.

For hemming



Safe design for users increases
operating efficiency.

Oil circulation check

Can be easily conducted from the outside
of the machine during sewing.

New type of thread guide

Prevents the thread from winding
around the handwheel.

The handwheel is located
on the upper shaft.

Thanks to this feature,
operating the handwheel is
easy during maintenance
operations, such as
when replacing the
needle and/or the
thread, etc.

Oil level
checking window

Easily lets you know when to add oil.

Features include a large-sized eye guard
that does not obstruct sewing operations.

: The eye guard also covers
~the left side of the needle.
This enhances safety
during sewing.

i The side cover can be

opened/closed, so maintenance
operations, such as adjusting
the looper, are easy.




ON Devices

Bl Thread trimmer (UT)

All you have to do is press the treadle with the heel. Threads are cut easily. There
is no need for the operator to cut the threads using scissors when sewing is
completed. This feature greatly enhances operation efficiency. If this device
includes the presser foot lift function, which raises the presser foot automatically
after the thread is cut, the operator can place the next fabric quickly.

Underbed thread trimmer
Cuts the needle and looper threads. The needle thread is raised from the needle
plate using the needle thread wiper, so the operator can proceed immediately to the
next operation.

Two types of drive methods are available, pneumatic and electric.

Top cover thread trimmer

Cuts the top cover thread while the underbed thread trimmer cuts the needle and
looper threads. This trimmer eliminates the tedious job of manually cutting the top
cover thread, dramatically increasing efficiency, especially when a top cover thread
is employed for an operation. The pneumatic type of drive method is available.

M Tape/Thread chain cutter (TK)

Cuts the tap and/or thread chain at the start and end of sewing. Pressing the switch
(knee switch) lowers the knife that cuts the tape and/or thread chain. No scissors
are needed. Operation efficiency is greatly increased. Two types of drive methods
are available, pneumatic and electric.

W1500N Subclasses

No.of No.of Needle space Max. machine

Seam Type of machine Model needles threads (mm) speed (rpm) Remarks
Versatile

© O O Versatile machines for various applications, W1562N-01G 23 3—5 3.2,4,56,6.4 4-low feed dog, wide width  The guides for

O @ O such as plain seaming, covering, hemming  W1562N-01J 3 5 5.6, 6.4 6,000 4 0w feed dog, narrow width covering, hemming
Binding tape

OO0 ot e w33 LUE e teeguemeny

Attaching lace/elastic

00 Attaching lace and/or elastic lace to . 5,500 Fabric edge trimmer, Lace/elastic
women's underwear and similar garments Al R [P0 3-5 32,4,56,64 (MD5,000)  feeder, Reel stand assembly

* If you use the machine as a 2-needle machine with a needle space of 5.6 mm and 6.4mm, remove the middle needle from a 3-needle machine.
** The maximum machine speed varies according to sewing conditions.
*** |f you use the machine with a differential feed ratio of more than 1:1.3, the main feed dog’s movement amount should be less than 3.2 mm.
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Light Mideum Heavy T shirt Polo shirt Athletic wear Under shirt Briefs Panties Lingerie Baby wear
W1562N-01G
W1562N-01J
W1562N-05B
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% The specification and/or appearances of the equipment described in this catalog is subject to change because of modification without previous notice.





